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ANTENNA, GPS L1/L2,

GLONASS G1/G2 AND L-BAND
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A PRODUCTION RELEASE PER ECO 8563  12/12/08 

MCAD     
1

HORIZON-5.0 dBic

1217-1260 MHz (GPS L2 + GLONASS "G2")

RG = 4.2 TO 15.0 VDC

=XX OTHER

.XX  .03

.XXX  .010

3. TOLERANCES:

LABEL SIZE, SHAPE AND CONTENTS SUBJECT TO CHANGE WITHOUT NOTICE.

O-RING #2-156 SUPPLIED BY AEROANTENNA.

NOTES:  UNLESS OTHERWISE SPECIFIED.
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1

AT1675-32X-XXXX-XXX-XX-XX-XX-X

STANDARD MODEL= AT1675-32W-SMAF-000-RG-26-NM-R

= OPTION NOT AVAILABLE WITH THIS MODEL*

CABLE LENGTH

IN INCHES

SMA FEMALE

000* =

SMAF =

CONNECTOR

TNC FEMALETNCF =

WHITEW

COLOR

=

VOLTAGE

MAGNET

NM

38

26

GAIN  ( 2 dB)

26 dB (40 mA)
38 dB (60 mA)

=

=

NO MAGNET=

1525-1615.5 MHz (L-BAND + GPS L1 + GLONASS "G1")

ENV CAT: E1-ABB[CLMY]XSFDFSZAAACPH[A3][2A]CA

FLUID RESISTANT

PART NO. DESIGNATION:

AXIAL RATIO:

IMPEDANCE:

NOISE FIGURE:

POWER HANDLING:

BAND REJECTION:

AMPLIFIER:

DESIGNED TO:

OPERATING TEMP:

ALTITUDE:

RADIATION COVERAGE:

FINISH:

WEIGHT:

VSWR:

D0-160D

1.0 LBS. MAX

-55C TO +85C

70,000'

dBic

dBic

dBic

dBic

3 dB MAX

2.6 dB MAX

20 dB @ 250 MHz

50 OHMS

<2.0:1

1 WATT

-3.0

-4.0

6.0

-2.0 < 0 < 75°

< 0 < 80°

< 0 < 85°

=

75°

80°

0°

0° 0°

POLARIZATION:

FREQUENCY:

RIGHT HAND CIRCULAR

SPECIFICATION:

RoHS

RoHS COMPLIANTR

RoHS

=

O-RING GROOVE

(∅4.237 ID X .139 WIDE)

∅5.04 B.C.

22.5°

.381.53

∅5.755

3D REFERENCES

NITRILE

O-RING

1

8X ∅.213 THRU

82° C'SINK X ∅.365

CONNECTOR

TNC FEMALE

THIS SURFACE
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