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TNCF CONNECTOR

LABEL

IMPEDANCE:

POWER HANDLING:

BAND REJECTION:

OPERATING TEMP:

FINISH:

WEIGHT:

ALTITUDE:

VSWR:

AMPLIFIER:

NOISE FIGURE:

GAIN:

PART NO. DESIGNATION:

20 dB @ 250 MHz

WEATHERABLE POLYMER

50 OHMS

1.0 LBS

-40C TO +70C

20,000'

<2.0:1

1 WATT

SPECIFY 

2.5 dB MAX

SPECIFICATION:

RADIATION COVERAGE:

POLARIZATION:

AXIAL RATIO:

FREQUENCY:

RIGHT HAND CIRCULAR

3 dB MAX @ BORESIGHT

GAIN ( 2 dB)

VOLTAGE

MAGNET

STANDARD MODEL= AT1675-339AS-TNCF-000-RG-38-NM-R

= OPTION NOT AVAILABLE WITH THIS MODEL

COLOR

S

TNCF

CONNECTOR

000

CABLE LENGTH

*

* IN INCHES=

AT1675-339AS-XXXX-XXX-XX-XX-XX-X

TNC FEMALE

SMOKE GRAY=

=

38 dB (65 mA)

RG = 4.2 TO 15.0 VDC

=38

NO MAGNETNM =

RoHS
= ASHTECHA

CUSTOMER

∅7.50

PERMANENTLY INSTALLED

5/8-11 UNC-2B ADAPTER

2.88

1.61

1.90

.10

1565-1615 MHz  L1, GLONASS (G1)

RAL 7035
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LABEL LOCATION

LOGO ORIENTATION.

BUMPER COLOR: GRAY RGB: 236 236 236.

NOTES: UNLESS OTHERWISE SPECIFIED.

TOLERANCES:4.

1

3

2

 .XX ± .03

.XXX ± .010

1

3

2

APPROVED

DOCUMENT

06/16/10


	Layout1

