Printed by:philippet Printed on:09/09/2005 08:14:34

4 3 v P 1

DESCRIPTION DATE
5-31-95| R.G.

APRV

ZONE | REV
A RELEASE TO MFG PER ECO 50095

B REVISED PER ECQO 50415

NOTES:

MARK ASSEMBLY NUMBER AND REVISION USING .10£.03

D [2.5+.8] HIGH PERMANENT LETTERING ON ITEM 5 AND D
ASSEMBLY WHERE INDICATED. ASSEMBLY NUMBER AND

REVISION TO MATCH BOM.

DISCARD INCLUDED METAL AND RUBBER WASHERS.

CUT CENTER LEAD OF COAX TO .12. PUSH PIN IN
PLACE. CENTER LEAD SHOULD NOT PROTRUDE BEYOND

NYLON INSULATOR.

AFTER ASSEMBLY SHIELD FIBERS TOUCH BOTTOM SIDE
RIM OF THE NYLON INSULATOR.

C 50 [12.7) 55 [5.34]
f f

DO NOT CUT BACK SHIELD
(FOLD OUT OF WAY TO STRIP
CENTER LEAD)

M PART NUMBER DESCRIPTION ‘ WANUFACTURER ‘ arv
PARTS LIST
1)
A UNLESS OTHERWISE SPECIFIED; [ TOEFANCES LTSS OMERWSE SEOFER | APPROVALS | DATE .0. ° A
DIMENSIONS ARE IN INCHES [mm] Xx [0.X] £ .01 [0.2] P MCCANN [12-20-04] @ Mmech SUNNYVALE, CA 94086
e O O AT =
Ay y BRACKETED DIMENSIONS ARE IN MILLIMETERS

PER ANSI Y1.1-1972.

NATERIAL APRROVED ASSEMBLY, POLE
THIS DRAWING AND SPECIFICATIONS N/A MOUNT, RADIO ANTENNA
HEREIN ARE THE PROPRIETARY R. GILLANDERS |5—31-95
PROPERTY OF ASHTECH, INC. AND

THIRD ANGLE PROJECTION SHALL NOT BE REPRODUCED, COPIED, SIZE | DRAWING NO. REV

OR DISCLOSED, IN WHOLE OR PART. | FINISH
WITHOUT THE EXPRESS WRITTEN N/A C A700877 B
PERMISSION OF A DULY AUTHORIZED
ASHTECH EMPLOYEE. VPPN ACCANN |2—11— 06| SCALE: NONE ‘ DO NOT SCALE DRAWING ‘ SHEET 1 OF 2
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